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TriBund Joining and Installation Instructions 
Ensure working area is clear of debris. A small stone, stick, etc. can pierce 
the vinyl when pressure is applied. 

 
TriBund Joining Instructions 
 

1. Clean TriBund surfaces with (Preferred) Isopropyl Alcohol (IPA), or (Last resort) Methyl Ethyl 
Ketone (MEK) (PVC Pipe Solvent – MUST BE CLEAR, not Red); 

2. Apply TBAD PVC adhesive, by brush, to both surfaces to be adhered, ensuring complete, 
thin, even coverage; 

3. Allow to cure. Adhesive will be clear, sticky and cold to touch until cured. When adhesive 
becomes opaque, non-sticky, and ambient temperature, adhesive has cured; 

4. Gently ‘re-activate’ adhesive using a heat gun on LOW HEAT (If you can leave your hand in 
hot airflow, the heat is probably hot enough). This step should only take 10 seconds per 
surface. STOP IMMEDIATELY if colour of vinyl changes, or adhesive begins to ‘bubble’; 

5. Immediately apply patch, ensuring no air bubbles are trapped between the layers. GET IT 
RIGHT ON THE FIRST ATTEMPT! It will be extremely difficult (if not impossible) to separate 
the surfaces once adhesive surfaces make contact. 

6. Apply firm pressure to joiner, preferably using a hard rubber roller. 
 
 
TriBund Installation Instructions 

 
1. Measure and cut TriBund to required length; 
2. Apply a continuous 10mm bead of TBUA Urethane floor adhesive to underside of edge 

strips and centre of TriBund; 
3. Adhere TriBund to floor, applying adequate pressure along the edge of the TriBund, to 

ensure complete adhesion; 
4. Smooth off any excess; 
5. Join in any necessary corners, then adhere in the same manner as for straight lengths of 

TriBund; 
6. Allow 24 hours for the TBUA Urethane floor adhesive to cure, before subjecting to any foot 

traffic. Allow 48 hours of cure time before subjecting to any forklift traffic. 
 

 
Great care must be taken after the TriBund has been installed to prevent it from being 
torn up by: 

• turning steered forklift tyres directly on it; 
• forklift tynes puncturing it; 
• pallets being dragged over it. 
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